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This work investigates a hybrid rollout framework for improving the efficiency of policy evaluation and rollout execution in
robotic simulation. The approach reduces reliance on expensive physics-based simulation by integrating a learned dynamics
model that predicts intermediate state transitions, while periodically synchronizing with the real environment to correct accu-
mulated error. Experiments were conducted in the PandaReach-v3 environment using PPO, SAC, and a grouped reinforcement
policy optimization (GRPO) controller. Results show that hybrid rollout achieves significant runtime improvements, with
speedups of up to 3.34x compared to pure physics-based execution while maintaining high short-horizon task acquisition
across a wide range of synchronization intervals, although large synchronization intervals produced degradation in long-horizon
trajectory stability. Analysis of long-horizon behavior shows that learned models exhibit accumulated prediction error (“model
drift”) under recursive rollout, but periodic correction stabilizes control and prevents divergence. These findings demonstrate
that accurate short-horizon prediction combined with intermittent correction is sufficient to replace a large fraction of simulator
interaction, providing a simple and scalable approach for accelerating simulation and rollout execution in robotic environments
while preserving control performance.
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Introduction

Robots can be trained to perform tasks by repeatedly interact-
ing with virtual environments and learning from trial and error,
similar to how humans improve through practice. These vir-
tual environments, known as simulators, allow robots to safely
practice millions of actions before being deployed in the real
world. In practice, reinforcement learning allows a robot to
gradually improve its behavior by receiving feedback from the
environment after each action. Actions that help achieve the
task objective are rewarded, while unsuccessful behaviors are
discouraged over repeated interactions.

Reinforcement Learning (RL) has emerged as a powerful
framework for enabling robots to learn complex behaviors
through trial-and-error interactions within simulated environ-
ments1–4. In robotic control tasks, RL allows agents to au-
tonomously discover policies that optimize long-term perfor-
mance, offering significant advantages over traditional control
strategies that rely on explicit system modeling or manual pro-
gramming1,4. However, despite these advantages, one of the
primary bottlenecks in RL-based robotic training lies in the
heavy computational demand of physics-based simulation5.
Training an RL policy often requires millions of environment
interactions, and each step in a high-fidelity simulator such as
PyBullet or MuJoCo incurs significant computational cost due
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to real-time physics calculations5–7. As a result, long training
durations become a major obstacle, especially for researchers
constrained by limited computational resources.

To address this issue, several studies have explored ap-
proaches that improve the efficiency of simulation-driven RL
training. These include methods such as domain randomiza-
tion8, adaptive randomization9, and model-based reinforce-
ment learning (MBRL)10–12. While these methods success-
fully enhance generalization and data efficiency, they do not
directly accelerate the runtime execution of physics simula-
tions. The computational bottleneck therefore persists at the
simulator level. Achieving faster simulations without com-
promising accuracy remains an open challenge in the field.

This research introduces a hybrid rollout framework de-
signed to bridge this gap by combining the accuracy of
physics-based simulation with the efficiency of a learned
world model. The approach integrates a multilayer percep-
tron (MLP) world model to predict intermediate environment
transitions, executing N-1 steps using the learned model be-
fore synchronizing with the true physics environment at the
Nth step13,14. This periodic correction mechanism ensures
that cumulative prediction error, referred to as model drift, re-
mains bounded, where model drift denotes the deviation be-
tween predicted and true states as errors accumulate over re-
peated predictions.

Intuitively, hybrid rollout replaces expensive physics up-
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dates with fast model predictions, followed by periodic correc-
tion using the true simulator. We hypothesize that replacing a
portion of physics- based simulation steps with learned model
predictions, combined with periodic synchronization, can sig-
nificantly reduce runtime while maintaining comparable task
performance.

The method was implemented and evaluated on the
PandaReach-v3 environment from the Panda Virtual Gym, a
standard robotic control benchmark.

Experimental results demonstrate that the proposed hybrid
rollout achieves substantial computational acceleration, reach-
ing up to 3.34x faster execution compared to pure PyBul-
let rollouts, while maintaining high short-horizon task ac-
quisition across a wide range of synchronization intervals,
although long-horizon trajectory stability degraded at larger
synchronization intervals. Beyond efficiency, the results high-
light a clear tradeoff between speed and stability: longer in-
tervals yield greater speedup but increase the risk of model
drift10,13,15. These findings indicate that learned dynamics can
partially replace physics-based simulation without major loss
in accuracy, representing a step toward more scalable and ef-
ficient reinforcement learning for robotic systems2.

Related Work

Related Work and Research Gap

Reinforcement learning (RL) relies heavily on simulation
to provide the large-scale interactions required for robotic
policy training while avoiding hardware damage and safety
risks1,4,5,16. However, policies trained in simulation often

suffer from the sim-to-real gap, where performance degrades
when transferred to physical robots due to inaccuracies in sim-
ulator dynamics, simplified robot models, and unrealistic en-
vironmental assumptions5,8,16. Improving simulation fidelity
and reducing instability during transfer therefore remain major
challenges in robotics reinforcement learning. Model-based
reinforcement learning (MBRL) methods improve efficiency
by learning transition dynamics models that reduce depen-
dence on expensive real-world interaction10,11,15. Techniques
such as PETS and MBPO use probabilistic neural dynamics
models, uncertainty estimation, and short branched rollouts to
reduce compounding prediction error while improving sample
efficiency10,13. Other approaches including domain random-
ization, adaptive randomization, SimOpt, RCAN, and Grasp-
GAN improve robustness and sim-to-real transfer by expos-
ing policies to diverse environments or aligning simulated and
real-world observations8,9,17–21. However, these methods pri-
marily focus on improving transferability, robustness, or train-
ing efficiency rather than directly reducing the computational
cost of simulator execution itself.

The proposed framework addresses this gap by reducing the
number of expensive physics simulator calls through learned
model prediction while maintaining stability using periodic
synchronization with the real simulator. Although the method
shares conceptual similarities with Dyna-style architectures14,
important differences exist. Dyna primarily interleaves real
and model-generated experience to improve learning effi-
ciency, often using tabular or planning-based updates, whereas
the proposed approach uses a neural MLP world model to-
gether with deterministic periodic synchronization to con-
strain accumulated rollout error.

Fig. 1 Hybrid rollout framework. The policy selects actions, the world model predicts intermediate states, and the physics simulator is used
periodically to correct drift.
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The framework is also closely related to Model-Based
Policy Optimization (MBPO)13, which uses short branched
model rollouts and probabilistic ensemble dynamics models
to improve policy-training sample efficiency. In contrast, this
work uses a single deterministic MLP world model with di-
rect recursive rollout and focuses on reducing runtime compu-
tational cost during simulator execution rather than improving
policy optimization efficiency. Periodic synchronization with
the physics simulator is used to stabilize long recursive roll-
outs and limit accumulated model drift during execution.

Methods

Task Environment and Problem Formation

All experiments were conducted using the PandaReach-v3 en-
vironment from Panda Gym22, a robotic manipulation bench-
mark based on the Franka Emika Panda robotic arm. The
objective of the task is to control the robot end-effector so
that it reaches a randomly generated target position within the
workspace. This environment was selected because its contin-
uous control setting, goal-conditioned observations, and real-
istic robot kinematics make it well suited for comparing con-
ventional reinforcement learning methods (PPO and SAC),
grouped-action reinforcement learning (GRPO), and model-
based hybrid control approaches.

Each episode begins with a default arm configuration. The
simulator then samples a target position within a bounded
three-dimensional workspace. At every timestep, the agent
outputs continuous motion commands that move the end-
effector toward the goal. Episodes terminate when the tar-
get is reached or when the maximum timestep limit is ex-
ceeded. Observations contain structured simulator variables,
including the current end-effector position, the achieved goal,
and the desired goal. For world-model training, only the
Cartesian end-effector coordinates were retained as the sys-
tem state. This reduced representation captures the variables
most relevant to reaching while lowering prediction complex-
ity. Task success was defined using the standard PandaReach
criterion22: the Euclidean distance between the end-effector
and the target must be less than 0.05 meters. Let xt denote the
end-effector position and g denote the target position. Success
occurs when:

jjxt �gjj2 < 0:05 (1)

where jj � jj2 denotes the Euclidean norm.

RL Policy Training (PPO, SAC, and GRPO)

To evaluate the proposed hybrid rollout framework across
multiple reinforcement learning paradigms, three indepen-
dent controllers were trained in the PandaReach-v3 environ-
ment: Proximal Policy Optimization (PPO)12, Soft Actor-

Critic (SAC)23, and Grouped Relative Policy Optimization
(GRPO). PPO was selected as a strong on-policy baseline
with stable clipped policy updates, SAC as a widely used off-
policy algorithm with strong continuous-control performance
and sample efficiency, and GRPO as a grouped candidate-
action controller in which multiple actions are sampled and
ranked before execution. This enabled evaluation of whether
the hybrid rollout framework generalizes across on-policy,
off-policy, and grouped decision-making approaches. All
agents were trained using the same task environment, iden-
tical success criterion, and the same goal-conditioned obser-
vation structure. PandaReach-v3 provides dictionary observa-
tions containing the current state, achieved goal, and desired
goal. To process this structured input, PPO, SAC, and GRPO
used a MultiInputPolicy architecture, enabling each controller
to jointly reason over robot state and target location when se-
lecting continuous Cartesian actions.

For PPO and SAC, the learned control mapping can be ex-
pressed as:

(state;goal)! action (2)

where the action corresponds to continuous end-effector
displacement commands.

For GRPO, the controller generates a group of k candidate
continuous actions which are scored relative to the goal before
one action is selected for execution:

(state;goal)!fa1;a2; : : : ;akg! a� (3)

where k denotes the candidate group size and a� denotes the
selected grouped action.

Training all three controllers under matched conditions en-
abled direct comparison between conventional policy opti-
mization methods, entropy-regularized off-policy control, and
grouped-action decision-making within the proposed hybrid
rollout framework.

PPO Hyperparameter Sweep
Before final training, a structured PPO hyperparameter sweep
was conducted to identify a stable high-performing configu-
ration suitable for world-model dataset generation and hybrid
rollout benchmarking. The sweep varied learning rate, dis-
count factor (g), and rollout horizon (n steps).

Configurations were evaluated using learning rates of 1�
10�4, 3� 10�4, and 1� 10�3, discount factors of 0.95, 0.98,
and 0.99, and rollout horizons of 1024, 2048, and 4096. All
runs used the same clipping coefficient, entropy coefficient,
and training budget of 200,000 timesteps. Evaluation was
based primarily on task success rate, with mean episodic re-
ward used as a secondary metric.

The lowest learning rate (1�10�4) was suboptimal, achiev-
ing only a 10% success rate. In contrast, configurations using
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3 � 10 �4 consistently achieved stable convergence and 100%
task success, while variations in g and rollout horizon pro-
duced comparatively smaller performance differences. The
strongest PPO con�guration used:

• learning rate = 3 �10�4

• g = 0.98

• n steps = 1024

This con�guration provided the best balance between con-
vergence speed, policy stability, and �nal task performance,
and was selected for all subsequent PPO experiments.

Final PPO Training

After hyperparameter selection, a �nal PPO controller was
trained for 500,000 timesteps using the chosen con�guration.

The resulting policy achieved: Success rate = 100%, Mean
episode reward = �1.680 � 0.859 across 300 evaluation
episodes, Mean episode length = 2.680 � 0.859 steps.

These results correspond to the standardized deployment
evaluation protocol used throughout the Results section and
indicate that the �nal PPO agent solved the PandaReach-v3
task consistently and ef�ciently, reaching the target in only
a small number of control steps. The trained PPO controller
was subsequently used for PPO world-model generation and
hybrid rollout evaluation.

SAC Hyperparameter Sweep

A parallel hyperparameter sweep was conducted for SAC us-
ing the same training budget and evaluation procedure. Be-
cause SAC is an off-policy algorithm, rollout horizon is not a
primary parameter. Instead, learning rate, discount factor (g),
and batch size were varied.

Several SAC con�gurations were evaluated using learning
rates of 1 � 10�4 , 3 � 10 �4 , and 1 � 10 �3 , discount factors
of 0.95, 0.98, and 0.99, and batch sizes ranging from 128 to
512. All runs were trained for 200,000 timesteps using identi-
cal replay buffer size, target smoothing coef�cient, and update
schedule.

Unlike PPO, SAC achieved a 100% success rate across all
tested con�gurations, demonstrating high robustness. Selec-
tion was therefore based on mean episodic reward, identifying
the optimal con�guration as: Learning rate = 1 � 10�3 , g =
0.98, batch size = 256.

This setup was used for all subsequent SAC training and
hybrid rollout evaluations.

Final SAC Training

Using the selected con�guration, a �nal SAC controller was
trained for 500,000 timesteps with periodic evaluation check-
points.

The resulting policy achieved: Success rate = 100%, Mean
episode reward = �1.603 � 0.770 across 300 evaluation
episodes, Mean episode length = 2.603 � 0.770 steps.

These results correspond to the standardized deployment
evaluation protocol used throughout the Results section and
indicate that the �nal SAC agent solved the PandaReach-v3
task reliably and ef�ciently, reaching the target in only a small
number of control steps. The trained SAC controller was sub-
sequently used for SAC world-model generation and hybrid
rollout evaluation.

GRPO Hyperparameter Selection and Controller Develop-
ment

GRPO was implemented as a custom grouped-action exten-
sion of the Stable-Baselines3 PPO algorithm, and its �nal con-
�guration was determined through iterative empirical tuning
rather than a formal hyperparameter sweep. The objective of
this stage was to develop a stable high-performance grouped
controller for PandaReach-v3 suitable for subsequent world-
model training and hybrid rollout experiments.

The Stable-Baselines3 PPO implementation was used as the
optimization backbone because it provides stable clipped pol-
icy updates, generalized advantage estimation (GAE), rollout
buffers, and actor-critic policy networks. Rather than chang-
ing PPO's learning objective, the controller logic was modi�ed
so that grouped candidate actions were used during decision-
making.

In standard PPO, one action is sampled from the policy dis-
tribution and executed at each timestep. In GRPO, multiple
candidate actions were sampled from the stochastic actor:

fa (1)
t ;a(2)

t ; : : : ;a(k)
t g (4)

where K is the group size.
Each candidate action was ranked using a goal-directed

heuristic based on predicted progress toward the PandaReach
target:

Scorei = �jjx̂ (i)
t+1 � gjj 2 � l jja (i)

t jj2 (5)

where x̂(i)t+1 is the predicted next end-effector position, g is the
target position, and l is a weighting coef�cient controlling the
penalty applied to unnecessarily large actions.

The predicted next position was estimated using:

x̂(i)
t+1 = x t + (STEP SCALE �a (i)

t ) (6)

STEPSCALE was �xed at 0.05, corresponding approxi-
mately to the normalized Cartesian displacement scaling used
in PandaReach-v3. The value was selected empirically during
preliminary experimentation to provide stable �rst-order ap-
proximation of end-effector motion during grouped candidate
ranking, and remained �xed across all experiments.

Instead of always selecting only the single best candidate,
a stochastic top-k selector was introduced. Candidate actions
were ranked, the top three were retained, and one of these top

4 j



candidates was randomly selected for execution to improve
exploration diversity and reduce premature convergence. Pre-
liminary experiments evaluated top-k values of 1, 3, and 5. Us-
ing k = 1 produced more deterministic behavior and reduced
exploration diversity, while k = 5 increased stochasticity and
action variance without consistent improvement in task suc-
cess. Empirically, k = 3 provided the best balance between
exploration diversity, rollout stability, and consistent task ac-
quisition in PandaReach-v3, and was therefore selected for all
subsequent experiments.

Only the selected action was executed in the environment
and stored inside PPO's original rollout buffer. PPO's clipped
surrogate objective, critic regression, entropy regularization,
and GAE therefore remained unchanged, with modi�cations
occurring only at the action-generation and action-selection
stage.

Several training settings were re�ned during development,
including learning rate, rollout horizon, batch size, update
epochs, and grouped candidate size. Group sizes between 4
and 32 and learning rates between 1�10�3 and 1�10 �5 were
evaluated empirically. Smaller groups reduced exploration di-
versity, while larger groups increased computational overhead
without consistent performance improvement. Higher learn-
ing rates reduced stability, whereas smaller optimizer steps
and longer rollout collection windows improved training con-
sistency. The PPO clip range e remained �xed at 0.2 following
the standard Stable-Baselines3 PPO con�guration.

Here, K denotes the total candidate group size, while k
denotes the number of top-ranked candidates retained before
stochastic selection.

The �nal GRPO con�guration used MultiInputPolicy with
learning rate = 1 � 10�4 , n steps = 4096, batch size = 512,
n epochs = 10, g = 0.98, GAE l = 0.95, entropy coef�cient =
0.01, clip range = 0.2, value function coef�cient = 0.5, group
size K = 16, and top-k selection using random choice among
the best 3 candidates.

Training was conducted for 100,000 timesteps using sepa-
rate training and evaluation environments. The controller was
evaluated every 10,000 timesteps over 25 episodes, and the
best-performing checkpoint was automatically saved.

Final evaluation showed a strong difference between deter-
ministic actor output and full grouped inference. Using only
the actor mean action produced low success, while enabling
grouped candidate selection achieved 100% task success with
mean episode reward of �4.420 � 2.961 across 300 evalua-
tion episodes.

These results indicate that the learned actor primarily served
as a proposal generator, while grouped ranking performed the
�nal real-time control optimization. The resulting GRPO con-
troller was subsequently used for all world-model and hybrid
rollout experiments.

Comparative Interpretation

The PPO, SAC, and GRPO development stages revealed three
distinct optimization patterns. PPO showed greater sensitivity
to conservative learning rates, with very low learning rate set-
tings underperforming within the �xed training budget. SAC
was more robust across the tested hyperparameter grid, con-
sistently achieving strong performance and stable off-policy
learning behavior. GRPO followed a different optimization
pattern because its performance depended not only on opti-
mizer settings, but also on grouped-controller design choices
such as candidate group size, rollout horizon, and top-k action
selection strategy.

Final experiments showed that the deterministic actor alone
performed poorly, while the full grouped inference controller
achieved 100% success. This indicates that GRPO perfor-
mance emerged from the interaction between learned policy
proposals and grouped online action selection.

After �nal training, all three methods produced high-
performing reaching controllers suitable for downstream com-
parison. PPO and SAC achieved perfect task success through
direct policy inference, while GRPO achieved perfect task
success when grouped candidate selection was enabled dur-
ing evaluation. This ensured that subsequent hybrid rollout
comparisons were not confounded by weak controller quality.

Role in the Overall Pipeline

The �nal PPO, SAC, and GRPO controllers served as the �xed
control components for the remainder of the study. Each con-
troller was paired with its corresponding learned world model
and evaluated under identical synchronization benchmarks.

This created a controlled comparative framework: Policy 2
fPPO, SAC, GRPOg, World Model = policy-aligned learned
dynamics model, Synchronization Interval N = variable

This design isolates whether hybrid rollout performance
depends primarily on controller type, world-model accuracy,
or synchronization strategy. Including GRPO strengthened
the comparison by introducing a controller family based on
grouped candidate search rather than direct action output.
PPO represented an on-policy baseline, SAC represented an
off-policy entropy-regularized baseline, and GRPO repre-
sented grouped-action control with online candidate ranking.

Conclusion

Three reinforcement learning controllers were developed for
PandaReach-v3 using PPO, SAC, and GRPO. PPO and SAC
underwent structured hyperparameter sweeps to select robust
�nal con�gurations, while GRPO underwent iterative con-
troller re�nement as a grouped-action extension of PPO.

Following �nal training, PPO and SAC achieved perfect
task success through standard policy inference, while GRPO
achieved perfect task success using full grouped candidate-
action evaluation. These controllers formed the foundation
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for all subsequent world-model learning and hybrid rollout ex-
periments, enabling direct comparison between on-policy, off-
policy, and grouped-action control within the proposed frame-
work.

World Model Learning Framework

To reduce reliance on computationally expensive physics sim-
ulation, a learned dynamics model was introduced to approx-
imate environment transitions. Instead of querying the simu-
lator at every timestep, the model predicts state transitions di-
rectly from state–action inputs, enabling ef�cient hybrid roll-
out16,24.

Policy-Aligned Dataset Generation

Training data was generated by rolling out trained PPO, SAC,
and GRPO policies in the environment. Separate datasets were
constructed for each controller to match the state–action dis-
tributions encountered during deployment.

For PPO and SAC, trajectories were collected directly from
policy execution. For GRPO, actions were selected using
grouped inference, but only the executed action was recorded.
Each transition consisted of the current end-effector position,
executed action, and resulting state change:

(x;y;z;ax;a y;a z;Dx;Dy;Dz) (7)

Modeling transitions as state differences rather than ab-
solute next states improved learning stability for small-step
robotic motion.

PPO and SAC datasets were generated using 1000 roll-
out episodes with a maximum horizon of 125 steps, pro-
ducing approximately 125,000 transition tuples per controller.
GRPO data was generated using 300 grouped-inference roll-
out episodes, producing approximately 1,600 executed transi-
tion tuples due to the controller's low average episode length.
No data augmentation techniques were applied.

State and Action Representation

A reduced Cartesian representation was used consisting only
of end-effector position and control input:

x input = [x;y;z;a x;a y;a z] (8)

y out put = [Dx;Dy;Dz] (9)

This �rst-order transition formulation is suf�cient for
PandaReach-v3, where dynamics are locally smooth and dom-
inated by position control16.

Neural Network Architecture

The dynamics model was implemented as a fully connected
multilayer perceptron (MLP) to approximate the transition
function, a common approach in learning-based dynamics
modeling16.

The architecture consisted of:

• input dimension: 6

• two hidden layers of size 256 with ReLU activation

• output dimension: 3

Preliminary experiments compared hidden layer sizes of
128, 256, and 512 units. The 128-unit con�guration pro-
duced increased validation error, weaker prediction accuracy,
and reduced rollout stability, particularly on GRPO-generated
transitions, while 512 units provided only marginal improve-
ment relative to increased computational cost. Empirically, the
256-unit architecture provided the best balance between pre-
diction �delity, rollout stability, and computational ef�ciency,
and was therefore selected for all subsequent experiments.

The model was trained as a supervised regression problem
using:

• Mean Squared Error (MSE) loss

• Adam optimizer (learning rate = 1e-3)

• batch size = 256

• 50 training epochs

These optimization settings were selected based on stable
convergence behavior during preliminary experimentation and
consistency with commonly used con�gurations in model-
based reinforcement learning.

Input features were normalized using dataset statistics,
while outputs were left unnormalized to preserve physical
scale. The world model predicts state transitions (delta predic-
tion) rather than absolute future states, improving optimiza-
tion stability and prediction behavior for physical systems13.

This supervised formulation is widely used in model-based
reinforcement learning for approximating transition func-
tions24.

Summary of Model Con�guration

Table 1 Model Con�guration

Component Speci�cation
Input (x,y,z,ax,a y,a z)
Output (Dx, Dy, Dz)
Architecture MLP (256,256)
Activation ReLU
Loss MSE
Optimizer Adam (1e-3)
Batch Size 256
Epochs 50
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Consistency Across Controllers

The model architecture and training procedure were kept iden-
tical across PPO, SAC, and GRPO datasets, ensuring that
downstream performance differences are attributable to dif-
ferences in the underlying data distributions rather than model
design.

GRPO produced more diverse transitions due to its grouped
action selection mechanism, increasing the complexity of the
learned dynamics despite using the same modeling frame-
work.

Summary

The proposed world model framework combines policy-
aligned data collection with a consistent supervised learning
pipeline, enabling fair comparison across controllers while en-
suring that the learned dynamics remain representative of each
policy's behavior during hybrid rollout.

Hybrid Rollout Control Framework

The hybrid rollout framework reduces the computational cost
of environment interaction by replacing a subset of simula-
tor steps with predictions from a learned dynamics model.
This follows the general paradigm of model-based reinforce-
ment learning, where learned models approximate environ-
ment transitions to reduce computational cost24.

Hybrid Rollout Formulation

In standard RL, the policy interacts with the simulator at
every timestep. In contrast, the hybrid rollout framework
alternates between real environment transitions and model-
predicted transitions. At each timestep, the system performs
either a real simulator step or an imagined step using the
learned world model, thereby reducing simulator calls while
preserving trajectory evolution16.

Synchronization Mechanism (N-Step Rollout)

The transition between real and imagined steps is governed
by an interval N: if (t mod N = 0), a real environment step is
performed; otherwise, the system performs an imagined step.
Thus, only every N-th step queries the simulator, while the
remaining steps rely on the model. This periodic real step
acts as a correction mechanism to prevent long-term trajectory
divergence16.

State Propagation Using the World Model

During imagined steps, the next state is predicted using the
current state st and action at . The model predicts the state
change:

Dst = f q(s t ;at ) (10)

The next state is then computed as:

st+1 = s t +Dst (11)

This formulation is consistent with world model training
and enables iterative rollout for improved stability10,13.

Observation Construction for Imagined Steps

Instead of querying the simulator, a synthetic observation is
constructed: the end-effector position is replaced with the pre-
dicted state and the achieved goal is updated, while the desired
goal remains constant. This ensures the policy operates on a
consistent observation space regardless of whether the step is
real or imagined.

Policy Execution

For PPO and SAC, policy execution remains unchanged. At
each timestep, the observation (real or synthetic) is passed to
the policy, which outputs a continuous action applied to either
the simulator or world model. No modi�cation is made to the
policy architecture or inference procedure.

Fig. 2 Hybrid rollout with periodic synchronization. Every N-th step uses the real simulator, while intermediate steps use the learned world
model.
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GRPO Action Selection

In GRPO, action selection is performed using grouped can-
didate evaluation rather than direct policy output. At each
timestep:

1. multiple candidate actions are sampled from the policy
distribution

2. each candidate is evaluated based on predicted goal
progress

3. the top-performing candidates are identi�ed

4. one action is selected from this subset

Candidate evaluation uses a short-horizon approximation:
predictednext state = currentstate +(STEPSCALE × ac-
tion).

STEPSCALE was �xed at 0.05 based on the typical mag-
nitude of end-effector state changes observed in PandaReach-
v3, providing a simple �rst-order approximation for evaluat-
ing candidate actions.

Each candidate is scored as:

Score = � distance(predictednext state;goal)

� l jjactionjj
(12)

where l controls the penalty applied to excessively large
actions.

This selection strategy introduces additional diversity in
executed actions, in�uencing the transition distributions ob-
served by the world model.

Baseline Con�guration

A pure environment baseline was de�ned using N = 1, where
all transitions were executed directly through the PyBullet
simulator without learned model prediction. This baseline
served as the primary reference for evaluating runtime ef�-
ciency and task performance.

To isolate whether computational gains could be achieved
simply by reducing simulator updates, an additional coarse-
timestep physics baseline was evaluated using frame-skip val-
ues of f1, 2, 5, 10, 20g across PPO, SAC, and GRPO con-
trollers. In this baseline, the simulator executed repeated

physics steps using the same action over multiple frames with-
out world-model prediction.

Results showed that coarse-timestep execution substantially
degraded task performance and trajectory quality compared
to hybrid rollout. PPO success decreased from 100 percent
at frame skip = 1 to 46 percent at frame skip = 20, while
SAC decreased from 100 percent to 80 percent. GRPO per-
formed poorly across all tested frame skips, remaining be-
tween 2 percent and 5 percent success. Runtime evaluation
further showed that coarse timestep execution achieved only
limited acceleration, reaching at most approximately 1.26×
speedup despite substantial performance degradation.

In contrast, the proposed hybrid rollout framework achieved
substantially larger acceleration while preserving signi�cantly
stronger short-horizon task acquisition performance across
large synchronization intervals. These �ndings suggest that
the observed ef�ciency-performance improvements arise from
learned model-based transition substitution rather than naive
reduction in simulator update frequency alone.

The repeated-action coarse-timestep baseline was selected
because it represents a standard frame-skip approximation for
reducing simulator interaction frequency without introducing
additional policy inference overhead. Re-querying the policy
at every physics step would substantially reduce the intended
computational savings and therefore would not provide a di-
rectly comparable reduced-simulation baseline.

Summary

The hybrid rollout framework integrates learned dynamics
with real environment interaction through periodic synchro-
nization. By reducing simulator calls while maintaining tra-
jectory accuracy, the framework enables ef�cient evaluation
of PPO, SAC, and GRPO controllers under a uni�ed control
loop.

Evaluation Metrics

This section de�nes the metrics used to evaluate task perfor-
mance, world model accuracy, and computational ef�ciency.
These metrics were applied consistently across PPO, SAC,
and GRPO to enable fair comparison.

Table 2 Comparison between coarse-timestep execution and hybrid rollout at synchronization interval N=20

Controller Method Interval Success Rate Speedup
PPO Coarse timestep 20 0.46 1.10�
PPO Hybrid rollout 20 1.00 2.63�
SAC Coarse timestep 20 0.80 1.26�
SAC Hybrid rollout 20 1.00 3.34�
GRPO Coarse timestep 20 0.05 1.14�
GRPO Hybrid rollout 20 1.00 2.39�
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Task Performance Metrics

Task performance was evaluated based on the ability of the
end-effector to reach a target position in Cartesian space. A
rollout was considered successful if the Euclidean distance be-
tween the achieved state s and goal g satis�ed:

d = jjs � gjj < 0:05 (13)

Two success criteria were evaluated. Any-time success
measures whether the end-effector reached within 0.05 m of
the goal at any timestep during the episode, while �nal-state
success measures whether the end-effector remained within
0.05 m of the goal at the �nal evaluation timestep.

Any-time success captures short-horizon task acquisition,
while �nal-state success measures long-horizon trajectory sta-
bility under recursive rollout. Success rate was computed
as the fraction of rollouts satisfying these conditions. Mean
episodic reward, episode length, and �nal goal distance were
also recorded to measure trajectory quality and convergence
ef�ciency.

Prediction Accuracy Metrics

World model accuracy was evaluated by comparing predicted
state transitions with true environment transitions.

Mean Squared Error (MSE) measured absolute prediction
error, while the coef�cient of determination (R2) measured
how well predictions explained variance in the true dynam-
ics. R2 was computed separately for each spatial axis (x, y, z)
to capture directional prediction �delity.

These metrics are standard for evaluating learned dynamics
models in model-based reinforcement learning24.

Computational Ef�ciency Metrics

Computational performance was evaluated using runtime-
based metrics. Inference time was measured as the wall-clock
time required to execute a rollout of �xed length X. Speedup
was de�ned relative to the pure environment baseline:

Speedup = (runtime of pure rollout) / (runtime of hybrid
rollout)

A speedup greater than 1 indicates improved ef�ciency due
to reduced simulator usage.

Summary

The evaluation framework combines task success, prediction
accuracy, and computational ef�ciency metrics to provide
a comprehensive assessment of hybrid rollout performance
across controllers.

Experimental Design

This section describes the procedures used to evaluate (i) one-
step prediction accuracy, (ii) long-horizon stability of learned
dynamics, and (iii) hybrid rollout performance. All experi-
ments were conducted in PandaReach-v3 using PPO, SAC,
and GRPO controllers under consistent evaluation protocols.

World Model Validation Protocol

One-step prediction accuracy was evaluated using the Pre-
dicted Delta vs. Actual Delta test.

Transitions were collected under deployment conditions us-
ing trained controllers (PPO/SAC: deterministic inference;
GRPO: grouped selection). For each con�guration: episodes
= 250, steps per episode = 5, minimum delta threshold =
0.005.

For each transition, true and model-predicted state changes
were computed from the same state–action pair. Near-
stationary transitions (jjDjj < 0:05) were �ltered to reduce
noise.

Prediction accuracy was evaluated using MSE and axis-
wise R2 values (X, Y, Z), providing a measure of local tran-
sition �delity.

Table 3 Summary of evaluation metrics used for assessing task performance, prediction accuracy, and computational ef�ciency.

Summary of Metrics

Category Metric Purpose

Task Performance Success Rate Task completion reliability
Mean Reward Control quality
Episode Length Ef�ciency of convergence
Goal Distance Continuous performance measure

Prediction Accuracy MSE Absolute prediction error
R2 (x, y, z) Variance explained per axis

Ef�ciency Inference Time Runtime cost
Speedup Ef�ciency gain vs baseline
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Long-Horizon Imagination Testing

To evaluate multi-step stability, two complementary experi-
ments were conducted.

Step Count vs. Euclidean Drift

This experiment measures how prediction error accumulates
over repeated imagined steps. trials = 100, horizon = 30 steps.

Each trial begins with identical real and imagined states.
The same action is applied to both the real environment and
world model at every step. Drift is computed as:

dri f t(t) = jjs real � s imaginedjj (14)

Drift was recorded across timesteps and averaged over trials
to capture long-horizon error accumulation.

Imagination-Only Rollout Evaluation

This experiment evaluates whether the controller can operate
using only model-predicted states. trials = 1000, horizons: H
2 f5, 10, 20, 30g, success threshold = 0.05 m.

Starting from the true initial state, rollouts were executed
entirely using the world model without further environment
interaction. At each step, actions were selected using synthetic
observations derived from predicted states.

Performance was measured using: initial and �nal goal dis-
tance, distance reduction, success rate.

This experiment evaluates the usability of the learned model
as a standalone simulator.

Hybrid Rollout Benchmark Setup

The hybrid rollout framework was evaluated by varying syn-
chronization frequency between real environment interaction
and model prediction.

Each con�guration was de�ned by:

• rollout length: X 2 f50, 100, 200, 500g

• synchronization interval: N 2 f1, 2, 5, 10, . . . , 100g

At each timestep, real or imagined transitions were applied
based on N. PPO and SAC used direct action inference, while
GRPO used grouped action selection.

Each con�guration was evaluated over multiple episodes,
recording: success rate, cumulative reward, episode length, �-
nal goal distance, runtime Performance was compared against
the pure environment baseline (N = 1), with runtime measured
using wall-clock timing over complete rollouts.

Summary

The experimental design consisted of three stages: one-step
validation to assess local model accuracy, long-horizon testing
to evaluate error accumulation, and hybrid rollout benchmark-
ing to measure ef�ciency and control performance. Together,
these experiments provide a structured evaluation of learned

dynamics models and their integration into hybrid reinforce-
ment learning systems.

Table 4 Summary of experimental stages and their corresponding
evaluation objectives.

Experiment Type Purpose
One-step validation Local transition accuracy
Drift evaluation Error accumulation over time
Imagination-only rollout Model usability as simulator
Hybrid benchmark Ef�ciency vs performance

tradeoff

Implementation Details

This section summarizes the software environment, imple-
mentation choices, and reproducibility protocols used in this
study.

Software and Frameworks

All experiments were implemented in Python using Gym-
nasium for environment interfacing, Panda-Gym for the
PandaReach-v3 robotic manipulation environment, PyTorch
for neural network modeling and training, and Stable-
Baselines3 (SB3) for PPO and SAC baselines. GRPO was im-
plemented as a custom extension within the Stable-Baselines3
framework while maintaining compatibility with its policy and
training interfaces.

GRPO Implementation Details

The GRPO controller was implemented by modifying the
standard PPO policy execution pipeline to incorporate
grouped action sampling. At each decision step, multiple can-
didate actions were sampled from the policy distribution, eval-
uated using a goal-directed scoring function, ranked, and one
action was randomly selected from the top-K subset.

The scoring function used a short-horizon approximation
of goal progress based on a scaled action step and included
an action-magnitude penalty. This grouped selection mecha-
nism was used consistently during training, evaluation, hybrid
rollout, and imagination-based experiments.

Hardware Setup

All experiments were conducted on a local machine equipped
with an Intel Core i7-10750H CPU running at 2.60 GHz, 64
GB RAM, and an NVIDIA GeForce GTX 1650 GPU with 4
GB VRAM. Environment simulation was executed primarily
on CPU, while neural network training and inference used op-
tional GPU acceleration through PyTorch when available.
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Reproducibility

All experiments were conducted in PandaReach-v3 using
identical evaluation protocols across PPO, SAC, and GRPO.
Deterministic policy inference was used for PPO and SAC
during evaluation, while GRPO used a �xed grouped action
selection procedure with prede�ned parameters.

Dataset generation, world model training, and evaluation
scripts were kept consistent across all controllers to ensure fair
comparison under identical experimental conditions. GRPO
grouped candidate evaluation used a �xed STEPSCALE =
0.05 across all experiments.

Summary

The implementation follows a uni�ed framework combin-
ing Stable-Baselines3 baselines with a custom GRPO exten-
sion, enabling consistent experimentation across multiple re-
inforcement learning paradigms. All components were de-
signed to ensure comparability, reproducibility, and compat-
ibility within the hybrid rollout framework.

Reproducibility Details

The world model was implemented as an MLP that takes the
current state and action as input and predicts the correspond-
ing state transition. The model was trained using supervised
learning on transition data collected from PPO, SAC, and
GRPO policy rollouts in PandaReach-v3.

Training used Mean Squared Error (MSE) loss, the Adam
optimizer (learning rate = 1 � 10�3 ), batch size = 256, and
50 training epochs. All evaluation experiments used �xed ran-
dom seeds and identical synchronization con�gurations across
controllers to ensure fair comparison.

Success-rate evaluation was performed across 300 episodes
per con�guration, while runtime benchmarks were averaged
across 10 independent runs. All experiments followed the
same rollout horizon, synchronization procedure, and evalu-

ation methodology described throughout the paper, enabling
reproducibility of the reported results.

Results and Discussion

Baseline Controller Performance under Real Environment
Interaction

This section evaluates PPO, SAC, and GRPO controllers on
PandaReach-v3 under standard environment interaction. All
methods were evaluated over 300 episodes using determinis-
tic inference for PPO and SAC, and both deterministic and
grouped inference for GRPO.

PPO and SAC Performance

Both PPO and SAC achieved perfect task success, with suc-
cess rates of 1.00 across 300 episodes. PPO obtained a
mean episodic reward of �1:680�0:859, while SAC achieved
�1:603�0:770. The low reward variance indicates consistent
behavior across episodes for both methods.

These results con�rm that PPO and SAC learn stable and
reliable policies for PandaReach-v3. Their similar perfor-
mance suggests that both on-policy and off-policy methods
can achieve near-optimal behavior for this relatively low-
dimensional control task24.

GRPO Policy Performance

GRPO was evaluated using deterministic actor output and
grouped action selection. Under deterministic inference,
GRPO achieved a success rate of 0.21 with mean reward
�42:05 � 16:39, indicating unstable and ineffective task ex-
ecution when relying solely on the policy mean action.

In contrast, grouped action selection achieved a success rate
of 1.00 with mean reward 4:420�2:961, representing substan-
tial improvement in both reliability and task performance.

Fig. 3 Predicted vs. Actual Delta for the PPO world model across X, Y, and Z axes. The predictions closely align with the diagonal,
indicating near-perfect one-step transition accuracy (R2 � 0:98 �0:99) with minimal error.
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Fig. 4 Predicted vs. Actual Delta for the SAC world model across X, Y, and Z axes. The predictions exhibit strong alignment with the
diagonal, demonstrating high one-step prediction �delity (R2 � 0:97 �0:99) across all axes.

Deterministic vs Grouped GRPO

The large performance gap between deterministic and grouped
GRPO highlights a fundamental difference in how the policy
should be interpreted. The deterministic actor output alone
does not reliably solve the task; however, the learned policy
distribution contains useful action directions that can be ex-
ploited through sampling-based candidate selection24.

This demonstrates that GRPO does not function as a stan-
dard deterministic actor policy. Instead, it operates as a
sampling-based controller whose performance depends on
evaluating multiple candidate actions rather than executing a
single direct policy output.

Comparative Discussion

PPO and SAC produce policies whose deterministic outputs
are directly suitable for deployment, resulting in stable and
consistent performance. In contrast, GRPO relies on an addi-
tional grouped action-selection mechanism to achieve compa-
rable task success.

Although grouped GRPO achieves the same success rate as
PPO and SAC, it exhibits lower reward ef�ciency, indicating
that while the controller reliably reaches the goal, its trajecto-
ries are less optimal.

Summary

PPO and SAC achieve near-identical and optimal performance
on PandaReach-v3 under deterministic control. GRPO, while
ineffective under deterministic inference, achieves equivalent
success rates when combined with grouped action selection.
These results establish grouped GRPO as the appropriate eval-
uation mode for subsequent world-model and hybrid roll-
out experiments. All baseline controller statistics reported in
Sections ”RL Policy Training (PPO, SAC, and GRPO)” and
”Baseline Controller Performance under Real Environment
Interaction” correspond to the same standardized deployment
evaluation protocol conducted over 300 episodes.

Fig. 5 Predicted vs. Actual Delta for the GRPO world model across X, Y, and Z axes. The predictions follow the general diagonal trend but
show increased dispersion, particularly along the Y and Z axes, re�ecting comparatively lower but still robust accuracy.
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Fig. 6 Imagination-only rollout performance at H = 5 for PPO, SAC, and GRPO. All controllers demonstrate effective short-horizon control,
with consistent reduction in distance to the target.

World Model Prediction Accuracy

This section evaluates the one-step transition accuracy of
learned world models trained using PPO, SAC, and GRPO-
generated datasets. Since hybrid rollout replaces real envi-
ronment interaction with model-predicted transitions, accurate
short-horizon dynamics modeling is critical for limiting recur-
sive error accumulation.

One-Step Prediction Performance

The Predicted Delta vs. Actual Delta test measured how ac-
curately each world model predicts the change in end-effector
position after a single action. Prediction quality was evaluated
using coef�cient of determination (R2) and Mean Squared Er-
ror (MSE) across the X, Y, and Z axes.

The PPO world model achieved near-perfect predictive per-
formance: X-axis, R2 = 0.9903 and MSE = 0.000008; Y-axis,
R2 = 0.9847 and MSE = 0.000015; Z-axis, R2 = 0.9831 and
MSE = 0.000013. Figure 3 shows predicted and actual deltas
tightly aligned along the diagonal with minimal dispersion,
con�rming extremely high one-step prediction �delity.

The SAC world model similarly achieved near-perfect ac-
curacy: X-axis, R2 = 0.9874 and MSE = 0.000009; Y-axis,
R2 = 0.9905 and MSE = 0.000008; Z-axis, R2 = 0.9775 and
MSE = 0.000015. Figure 4 shows strong diagonal alignment
with very low spread across all axes, indicating highly accu-
rate modeling of local dynamics.

The GRPO world model achieved strong but comparatively
lower predictive performance: X-axis, R2 = 0.8709 and MSE
= 0.000065; Y-axis, R2 = 0.7391 and MSE = 0.000129; Z-axis,
R2 = 0.6896 and MSE = 0.000159. Figure 5 shows noticeably
greater dispersion, particularly along the Y and Z axes, re-
�ecting reduced precision relative to PPO and SAC while still
maintaining strong alignment with true dynamics.

Axis-Wise Analysis

Across all controllers, prediction accuracy varied across spa-
tial dimensions. PPO exhibited highly consistent performance
across X, Y, and Z axes, while SAC showed similarly strong
alignment with slightly greater dispersion. GRPO exhibited
the strongest alignment along the X-axis, with progressively
larger variance along the Y and Z axes, indicating increased
modeling dif�culty for more nonlinear vertical motion.

Comparative Discussion

The observed differences in predictive performance between
PPO/SAC and GRPO can largely be attributed to differences
in the underlying data distribution. PPO and SAC generate
smooth, policy-consistent trajectories, producing highly struc-
tured and predictable state transitions. This is re�ected in Fig-
ures 3 and 4, where predicted values closely follow the ideal
diagonal with minimal variance.

In contrast, GRPO uses grouped action selection, where
multiple candidate actions are sampled and evaluated be-
fore execution. This produces a more diverse and adaptive
transition distribution, increasing modeling complexity. Fig-
ure 5 correspondingly exhibits greater dispersion in predicted
deltas, particularly along the Y and Z axes.

This highlights a trade-off between structured trajectories
that are easier to model (PPO/SAC) and more diverse trajecto-
ries that are harder to predict but potentially more expressive
(GRPO).

Implications for Hybrid Rollout

These results con�rm that all three world models provide
suf�ciently accurate one-step predictions for hybrid rollout.
The near-perfect accuracy of PPO and SAC suggests mini-
mal short-term prediction error, while the GRPO model, de-
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